Rangecraft Rangehood
Installation Instructions

Installation instructions Rangecraft Rangehoods
Fitted with Plasma-Norm Filter

IMPORTANT INFORMATION
Rangecraft rangehoods can be installed at 600mm above the trivets of a gas hotplate.
Over an induction cooktop the minimum should be 750mm.
1. The installation of Rangecraft Rangehoods must comply with the information in this booklet.
Rangecraft Rangehoods are designed and made to work efficiently over most domestic
cookware available on the Australian market.
2. It is necessary to allow electrical disconnection of the Rangehood after installation.
This may be achieved by either.
a. Installing a power point to an accessible area for the Rangehood.
b. Incorporating a wall switch to the fixed wiring that supplies the Rangehood
3. The installation and fitting of the rangehood and plasma filter should be done in such a way
that will allow the unit to be removed if service is required. Additional costs incurred in the
removal of wall tiles, damage to walls or bench tops are not covered by warranty.
4. WARNING: Incorrect venting will result in additional noise and a reduction in efficiency.
a. Exhaust air must not be discharged into any chimney or flue, which may carry
combustible products from other sources.
b. Do not discharge the airflow from the rangehood into a flue used for exhausting fumes
from burning gas or fuel;
c. For Rangehood cleaning Instructions please refer to page 15.
d. If cleaning is not carried out in accordance with the instructions as listed on page 15,
there may be an increased risk of fire.
e. Some parts of the rangehood may become hot when cooking;
f. This appliance is not intended for use by persons (including children) with reduced
physical, sensory or mental capabilities, or lack of experience and knowledge, unless
they have been given supervision or instruction concerning use of the appliance by a
person responsible for their safety.
5. Do not flambé under the rangehood.
6. If the supply cord is damaged, an authorised service centre or licensed electrician must
replace it.
7. The lights in the rangehoods are LED and come with a night light
8. To reduce the risk of fixing screws coming in contact with live parts, do not drill or screw into
the rangehood. Live wires are encapsulated where possible to prevent user contact. If
necessary, drill from the inside out and only through single sheet material.
9. Rangecraft Rangehoods are not to be used over Barbecues or Grills, if required please contact
Condari Pty Ltd.
10. Ensure all requirements are met with gas and electrical regulations and or state authorities.
11. Rangecraft Rangehoods do not have the capacity to do the job over indoor barbecues,high
speed gas burners or hotplates with a heat output rating over 40 megajoules.
12. Please contact Condari Pty Ltd to arrange an authorised technician to replace any cracked
protective glass shields for the LED lights.
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MODELS AVAILABLE
UNDERCUPBOARD
RPN 90L-1
RPW 90L-1
RPL 90L-1

ISLAND

RPD 50L-1

290mm x 900mm Rangehood
330mm x 900mm Rangehood
430mm x 900mm Rangehood
500mm Diameter Rangehood

WALL MOUNTED
RPB 100L-1

510mm x 1000mm Rangehood

SPECIAL RANGECRAFT
SP-RHP

Made to order

The RPN 90L Rangehood is not suitable over an Induction Cooktop.
All the other Rangecraft Rangehoods are suitable over Induction Cooktops at 750mm
above the burner (RPW 90L, RPW 90L, RPD 50L & RPB 100L).
•
•
•
•
•

Height required inside cabinetry will depend on the Rangecraft Rangehood
Return air MUST recirculate back into the same room via a vent in the
cabinetry / ceiling / bulkhead and be no more than 6m from the Rangehood.
The Plasma vent must be a minimum 400cm² to allow for adequate return of
the air into the room.
Plasma filters must be accessible for maintenance by an authorised
technician.
Ensure there is a minimum of 50mm clearance around the outlet vents of the
Plasma Filter to any cabinetry / ceilings / plaster or bulkheads.

The models listed here are standard Rangecraft Models, other designs or with the
Plasma-Norm Filter mounted remotely are available as a Special Order.
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Rangecraft Rangehood Return Air Opening
The Cabinet/Bulkhead that houses the Plasma Unit of the Rangecraft Rangehood
must have an opening in it to allow air to recirculate back into the room. This opening
must have an unobstructed minimum area of 400cm2. For example, this opening
may be 20cm X 20cm or 16cm X 25cm or 10cm X 40cm for each Plasma unit
installed. This opening may be on the top, front or side of the cabinet, it may be
orientated vertically or horizontally. The return air opening must be no more than 6M
away from the Rangehood location and vent into the same room. The opening must
not be made in the bottom of an overhead cabinet.

20cm x 20cm
400cm2

10cm x 40cm
400cm2
Dia 22.6cm
400cm2

Please note 400cm2 is the minimum opening requirement, Condari advises that the
return air opening should be as large as practically possible for the application, to
reduce the possibility of air noise from the air returning to the kitchen. The return air
opening must be placed in a location that does not allow end user access to the
Plasma Unit or Rangehood.
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Maintaining your Plasma-Norm

Rangecraft servicing should only be carried out by qualified persons.
The Carbon Filter should be replaced every 5 years. If you notice any lingering odours
this could indicate that the Carbon filter needs replacing. Please contact our Service
Team to organise a service call to replace the Carbon Filter.
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Undermount Rangecraft Rangehood
Cut-Out dimensions
MODEL

PROUD MOUNT
CUT OUT DIMENSION

FLUSH MOUNT
CUT OUT DIMENSION

330 X 900

300 X 885

333 X 903

430 X 900

400 X 873

433 X 903

R/HOOD SIZE

BASE SIZE

RPN 90L-1

264 X 836

290 X 900

RPW 90L-1

294 X 880

RPL 90L-1

394 X 870

270 X 840
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Installation instructions
• RPN / RPL / RPW
1. Loosen screws A & B by turning anti-clockwise.
2. Turn screw D anti clockwise until the head of the screw is raised this will extend the outer
spring bracket to allow it to engage with the cabinetry.
3. Insert rangehood into cut out, ensure spring bracket has engaged with cabinetry and turn
screw C clockwise until the base of the Rangehood meets the lower part of cabinetry. Do not
over tighten screw C.
4. Tighten screw A and B by turning clockwise to lock fixing bracket.
5. To remove rangehood, turn screw A & B anti clockwise to loosen bracket then turn screw C
anti clockwise to allow the Rangehood to lower slightly. While supporting the weight of the
Rangehood turn screw D clockwise to disengage the spring bracket with the cabinetry. Gently
lower the Rangehood.
6. Ensure to follow all requirements set out in the Important Information section located on page
2.

RANGEHOOD
Model:

SPRING BRACKETS

RPN 90
RPL 90
RPW 90

MOUNTING POSITION
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Installation instructions
• RPD
1.
2.
3.
4.
5.

Remove Rangehood from packaging and place on a flat clean surface.
Remove the filter.
Remove the four screws in the corners of the base.
Gently pull the base from the tube
Once removed, the power supply and plasma plugs become visible. Disconnect the 2 plugs
on the base and one from the fan and place the base assembly to one side.
6. Optional: It is possible to remove the Fan/Plasma assembly to make the Rangehood lighter
and easier to handle during install. Remove the 6 screw on the plate that the fan is mounted
to. And carefully remove Fan/Plasma assembly.
7. Place the four lengths of All-thread Rod through the holes in the hood and (make sure the
seam is facing the right direction) secure through a brace in the ceiling. Feed the plug and
cord into the ceiling space.
8. Fit nuts to top and bottom of All-thread Rods and tighten.
9. Reinstall Fan/Plasma assembly if removed, reconnect the power plugs to base and fan.
Reinstall base assembly.
10. Connect power supply in ceiling and test Rangehood.
11. Ensure to follow all requirements set out in the Important Information section located on page
2

Model:

RPD
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Installation instructions
• RPB
1.
2.
3.
4.
5.
6.
7.
8.

9.
10.

11.

12.
13.
14.

Remove hood from packaging being careful not to touch stainless steel body.
Locate centre of stove and using level or plumb line, mark centre line up to ceiling.
Measure height of hood and mark same distance down from ceiling with level line.
Position mounting bracket on wall and fix with 4 screws.
Locate solid fixing points on wall (This hood is heavy and requires good solid fixing points). If
necessary, fit some solid fixing timber to wall behind hood now.
Mark fixing points on rear of hood and drill fixing holes to take solid screws. Ensure you place
fixing holes high up in the hood to stop it falling forward.
Drill hole in rear or top of the hood to take electrical cable.
Remove the Fan/Plasma assembly to make the Rangehood lighter and easier to handle during
install. Remove filters and apply film or tape to protect filter side panel as the fan/ Plasma
assembly is a tight fit through the Filter area. Remove screws from Fan/Plasma mounting plate,
disconnect Fan/Plasma electrical connectors and carefully remove Fan/Plasma assembly.
If you do not have adjustable stands you can cut some temporary timber props to sit canopy on
when you lift into position, to hold it while you fit fixing screws.
You need two people to lift this canopy into position. * Do not attempt this on your own, as you
could cause yourself injury and damage the hood or stove. CAUTION: Do not under any
circumstances lift from the front of the hood or put any pressure on the front face as you will
damage the hood permanently.
Carefully lift hood into position and sit on stands to level hood, then screw hood into position
through fixing holes. Make sure you put fixing holes high up in the hood to stop it falling forward.
Fit all-thread to hood, fix to support/brace in ceiling, attach nuts to bottom of all-thread and
tighten to support front of Rangehood.
An electrician should make the electrical connection to the hood by connecting to the 10 AMP
junction box. Ensure power is turned off during this procedure.
Refit Fan/Plasma assembly to hood, insert filters and test.
Ensure to follow all requirements set out in the Important Information section located on page
2.
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Operation Details

As part of the normal operation of the Plasma Filter in your Rangecraft Rangehood it is recommended
to leave the Rangehood running for approx. 20 mins after cooking to allow the reactivation of the carbon
inside the Plasma Filter.

RANGEHOOD CLEANING
Qasair Rangehoods are made from stainless steel, either type 304.
* Type 304 is classified as 18/8 stainless steel
Stainless steel gets its protective coating from the chromium oxidising in the air to form a protective
surface of chromium oxide. This can be attacked by different substances, such as salt water or sea air.
The stainless steel can start to show pit marks which are referred to in the industry as tea staining.
The way to overcome this is to clean the stainless steel with warm soapy water and then polish it with a
cloth so that the chromium will oxidise again.
Stainless steel oil can also be used to further protect the finish.

FILTER CLEANING
For the best results, please clean filters regularly. Condari recommends cleaning filters once per month,
or immediately after heavy use.
You can do this by hand washing in warm soapy water, or by placing filters in the top rack of the
dishwasher using a detergent of pH 8 or less.
Note: Washing the filters in the dishwasher may cause discolouration of the filters.
We recommend washing filters in the dishwasher without detergent.
Ensure the filters are completely dry before placing them back.
Do not operate the rangehood without the filters installed.
Condari does not recommend the use of corrosive, caustic or acidic products, particularly industrial or
citric products.
Condari has experienced problems with many of the dishwashing detergents now on the market.
Particularly with the tablet type detergents as many come from overseas, which are made for a hard
water environment. We have found that these detergents have a deleterious effect on the filters and the
result is that the filters last for about 50 to 60 washes.
This is equivalent to about 5 to 6 years life.
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CONDARI PTY LTD APPLIANCE GUARANTEE
The benefits conferred by this warranty are in addition to all other rights and remedies in respect of the
product which the consumer has under the Competition and Consumer Act 2010 and similar state and
territory laws.
Condari P/L in Melbourne (and by their agency in Country Areas and other States) warrants that the
appliance will be free from defects in materials and workmanship for a period of 36 months from the
date of purchase of the appliance to the consumer.
If there is a breach of this warranty, Condari will rectify, free of charge, at its nearest service centre
or authorised service agency any fault caused by faulty workmanship or material at the time of
manufacture occurring in the appliance within 36 months from the date of purchase of the appliance
to the customer.
This warranty is conditional upon the appliance being used only for personal, domestic and household
purposes and installed and operated in accordance with Rangecraft Instructions and does not apply
to articles which by their nature are consumable.
If a defect is caused by neglect, misuse, or failure to follow operating instructions where special
precautions are detailed for user attention then a charge shall be made for the service call.
For example
With the filters the user is specifically requested:
•
To clean filter regularly by handwashing or placing in a dishwasher at least once a month.
•
To turn rangehood off after each use.
Where a claim is made under warranty, CONDARI reserves the right to determine whether or not
the fault is caused by faulty workmanship or material or that the part is defective.
The consumer shall be fully responsible for all expenses whatsoever incidental to the removal of parts
from the unit or to their replacement. Amongst other things, such responsibility shall extend to damaged
walls, tiles, fixtures and fittings whether or not the unit has been built into a cupboard and irrespective
of the stage either of its installation or the fitting of any other item whatsoever in its vicinity.
No other person, or firm or corporation is authorised by Condari to offer or give on its behalf any
other greater warranty than that given by Condari under this warranty.
Condari Pty Ltd provides to all Rangecraft Rangehoods a 10 year motor replacement warranty. This
is a change over warranty.
The installation of the rangehood must comply with the information in this guide. Failure to follow the
instructions may result in loss of the warranty.
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EXCLUSIONS
There are some exclusions from the Condari Pty Ltd Guarantee. (on previous page)
Rangecraft Rangehoods are not to be used over barbecues approved for outdoor use only.
Outdoor barbecues will have a rating plate on them specifying that they are approved for outdoor use
only and also a mega joule rating per burner or a total mega joule rating.
Rangecraft Rangehoods are designed for use above most domestic appliance cooktops and are not to
be used on high powered cooktops with a rating above 40 megajoules.
Please note: The installation warranty does not cover the ageing process in a building or any problems
due to storm damage.
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STANDARD
WARRANTY
Please note that the Standard Warranty is for a period of 36 months from the purchase date, to make a claim
against the Standard Warranty the service technician will need to see proof of purchase so he can provide
service under the Warranty.
If no proof of purchase is provided, then the service call will be charged at standard rates. If proof of purchase
is provided at a later date reimbursement of the service call will be made to the customer.

Date purchased
Purchased from
Model
Serial No

The purchaser must fill in the above information and keep this with the original purchase document.
This form must be produced if and when a claim is made under this warranty.
QASAIR Rangehoods are made in Ringwood, Australia.
Tel: +61 3 9482 7088
Fax: +61 3 9482 7011
Email: sales@condari.com.au
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EXTENDED
WARRANTY
Condari Pty Ltd provides an extended warranty of 72 months from the date of installation, if installed by an
authorised Rangecraft installer and the form below is completed.
The authorised installer also offers a warranty on their workmanship for the same period of 72 months with a
guarantee that the installation is in compliance with ‘Qasair installation instructions’.

Customer Name:
Model Number

Serial Number:

Purchased From
Installer Name

Installed Date:

Installer Signature:
Condari Pty Ltd authorised installer stamp:
(This is required for validity of extended warranty)
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Distributed in Australia by Condari Pty Ltd.
T 1300 360 563
www.qasair.com.au www.condari.com.au
Head Office VIC
T 03 9482 7088
F 03 9482 7011
Email: sales@qasair.com.au
NSW / ACT
T 02 9316 4599
F 02 9316 9299
Email: salesnsw@qasair.com.au
QLD
T 07 3423 3503
F 07 3282 9122
Email: salesqld@qasair.com.au
SA / NT
T 1300 360 563
F 03 9482 7011
Email: salessa@qasair.com.au
TAS
T 03 9482 7088
F 03 9482 7011
Email: sales@qasair.com.au
WA
T 08 9242 5387
F 08 9201 0887
Email: saleswa@qasair.com.au
New Zealand - Kouzina Appliances
T +64 9 377 7822
F +64 9 377 7824
Email: sales@kouzina.co.nz
Singapore - Eldric Marketing
T +65 6369 1188
F +65 6733 8133
Email: enquiry@eldric.sg
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